






Genspec   GS4000 ®
Standard Pressure Transmitter

DISCLAIMER : ESI Technology Ltd operates a policy of continuous product development. We reserve the right to change speci�cation without 
prior notice.All products manufactured by ESI Technology Ltd are calibrated using precision calibration equipment, traceable to national 
measurement standards.

Order Matrix

t.   561.989.8540
e.   sales@sucoesi.com www.sucoesi.com

Output Sensor range Wires Type
Electrical 
Connection/
Options

Pressure Range      Process Connection

2 mV/V
Model above 20 bar

4
GS4000

Model up to 20 bar GS4100 

0-5 Vdc

Model above 20 bar
4 GS4001

3 GS4011

Model up to 20 bar
4 GS4101

3 GS4111

0-10 Vdc

Model above 20 bar
4 GS4002 

3 GS4012 

Model up to 20 bar
4 GS4102

3 GS4112

4-20 mA
Model above 20 bar

2
GS4003 

Model up to 20 bar GS4103 

Electrical Connection/Options

DIN plug and socket -

Cable outlet 1m screened A

M12 connector B

Cable outlet 1m screened IP67 protection C

Pressure Range in bar

0-1 bar Vac (0-30 in Hg) V001

0-0.5 bar  (0-7.5 psi) 0.05

0-1 bar  (0-15 psi) 0001

0-10 bar  (0-150 psi) 0010

0-25 bar  (0-300psi) 0025

0-100 bar  ( 0-1,500 psi) 0100

0-250 bar  (0-3,000 psi) 0250

0-700 bar  (0-10,000 psi) 0700

Process Connection

1/4” BSP male (G1/4) AB

1/4” NPT Male AM

Order Number Example GS4003-V001AB

For options not listed please contact the sales team


